
GRUNDFOS 
IMMERSIBLE

E-PUMPS

The Grundfos range of variable speed

immersible pumps, so-called E-pumps,

comprises the models SPKE, CRKE and

MTRE. The series is specially designed for

circulation of coolants and lubricants for

tooling machines, transfer of condensate

and other specific purposes where a pump

with variable performance is preferred or

advantageous. 

The Grundfos SPKE, CRKE and MTRE

models combine state-of-the-art pumping

technology with highly efficient frequency

converter-controlled motors.

The required flow and pressure vary con-

siderably over time in many applications

where immersible pumps are used.

Consequently, maximum pump perform-

ance is rarely needed all the time. This 

is where the Grundfos variable speed 

E-pumps are of special advantage.

An E-pump provides an alternative, yet

very efficient solution to difficult or

particularly demanding applications. In

addition, an E-pump offers substantial

energy savings and long operating life.

GRUNDFOS SPKE, CRKE AND MTRE
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www.grundfos.com
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SPKE/CRKE/MTRE
The SPKE/CRKE/MTRE pumps

are capable of delivering from 

1-90 m3/h at pressures up to 

25 bar. They can be fitted with

either single-phase or three-

phase MGE motor.

An example is an immersible

pump operating in a tooling

machine where the need for

cooling varies with the type of

tool in operation. In such an

application the speed of the 

E-pump can be remote con-

trolled via the main controller 

in the tooling machine.

Another example is applications

where a constant pressure is

preferred. This can be achieved

through the use of an SPKE,

CRKE, or MTRE pump simply by

connecting a pressure sensor to

the pump, which has a built-in

PI-controller and power supply

for the sensor.
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Performance Curves

Worldwide Service
Grundfos offers an efficient worldwide service network through companies

in more than 50 countries on five continents. Experienced service technicians

and all necessary spare parts can be made available at short notice practically

anywhere, regardless of where a pump may finally be employed.

NEW

NEW

Cartridge shaft seal
Shaft seal can be
replaced without
dismantling the pump

Improved 
suction area

Stainless steel 
pump parts

Priming screw
Protects the pump

against dry running

Flexible installation
depth

Pump length can be
supplied as required

MGE motor
High speed
MGE motor

Improved impeller

Drainage back
to tank

CRKE
The CRKE pump is available in a ver-

sion with a max. pressure of 35 bar.

This model is equipped with a high

speed MGE motor (max 7.5 kW) with

variable speed, which can be adjusted

according to the required pressure

and flow. 

The shaft seal in the CRKE pump is

a cartridge seal with TC/TC sealfaces.

This type of seal increases the relia-

bility of the pump and enables easy

service and access. To secure a long

lifetime of the shaft seal, the media

temperature must not exceed 50ºC.

MTRE
The MTRE pump is available with a

MMGE motor with integrated fre-

quency converter. The MMGE motors

are available in sizes ranging from

11 to 22 kW.

Technical data of standard
CRKE/MTRE
Flow, Q: max. 90 m3/h

Head, H: max. 245 m

Liquid temp.: –10°C to +90°C

Operating pressure: max. 25 bar

Technical data of high-speed version
Flow, Q: max. 8 m3/h

Head, H: max. 350 m

Liquid temp.: –10°C to +50°C

Operating pressure: max. 35 bar


